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Industrial Extenders

ARISTA i-c

Specifications

Panel Mount Monitors

ADM-1819AP-00A/00E

Panel Mount KVM Extender Integrated 19-inch LCD Touch
Display Monitor. True one-cable solution up to 100 meters
CAT6 cable, no power supply is required.

Features

- 19 inch LCD Display, 1280 x 1024 resolutions

« 5-Wire Resistive Touch Screen

+ Powder Coated Aluminum or Stainless-Steel Bezel
* Bezel meets IP66 / NEMA 4X requirements

+ Built-in a 2-port USB 2.0 hub to support multiple USB devices

+ Built-in 2 2-port 100BaseT Ethernet pass-through hub
- Single CAT6 cable connection to KVM Transmitter
+ No Power Supply is required

Model Name ADM-1819AP-00A/00E

LCD Display

Display Size (Diagonal)
Max Resolution

Backlight Lifetime (Hours)
Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

1/0

USB Device Ports
MNetwork Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)

Rating

Certification
Environmental
Operation Temperature
Storage Temperature
Humidity

19inch
1280 x 1024
50,000 hours

16.7 million

54

160°/170°

700:1

450 nits

HDMI via Transmitter

5-Wire Resistive
USB via Transmitter
Windows 7, Windows 10

2x
2%

Powered by Transmitter
21W

Mot Required

70BTU/hr

Panel Mount

17 Lbs/7.71 kg

17.80 x 14.60 x 2.39(*3.72) inch

452.1 x 370.8 x 60.7(*94.5) mm

(*depth including power adaptor)

17.00 x 13.81 inch

432.0 x 351 mm

Bezel meets NEMA 4 / NEMA 4X requirements
CE, UL 508

010 50°C (32° to 122°F)
-20° to 60°C (-4° to 140°F)
5% to 95% non-condensing

KVM Transmitter (Shipped with ADM-1819AP-00A/00E)

Extension Media
Extension signal
Video Input

USB

RS-232

LANT&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Cat6 cable

Video, USB, RS-232, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 (Mo Function)

For Local Display

Wall mount or DIN-RAIL mount
6.19x 1.45x% 404 inch
1572 x368x102.6 mm

48V DC Input

28W (Including AMA-74214X)
Included

96 BTU/hr



Industrial Extenders

Dimension Drawing

Panel Mount Monitors

ADM-1819AP_400A_V32
Model Name: ADM-1819AP
Size Unit: inch(mm)
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Ordering Information

ADM-1819AP-00E

ADM-1819AP-00A

LCD Display 19" /1280 x 1024 19" /1280 x 1024
Touch Screen 5-Wire Resistive 5-Wire Resistive
Mounting Panel Mount Panel Mount
Bezel Powder Coated Aluminum Stainless Steel

Extender Video Input
Power Supply

HDMI via KVM Extender
Powered by KVM Extender

HOMI via KVM Extender
Powered by KVM Extender

ARISTA -c



Industrial Extenders

ARISTA i-c

Specifications

Panel Mount Monitors

ADM-1821AP-00A/00E

Panel Mount KVM Extender Integrated 21.5-inch LCD Touch
Display Monitor. True one-cable solution up to 100 meters
CAT6 cable, no power supply is required.

Features

- 21.5inch LCD Display, 1920 x 1080 resolutions

« 5-Wire Resistive Touch Screen

+ Powder Coated Aluminum or Stainless-Steel Bezel

+ Bezel meets IP66/ NEMA 4X requirements

+ Built-in a 2-port USB 2.0 hub to support multiple USB devices
+ Built-in 2 2-port 100BaseT Ethernet pass-through hub

- Single CAT6 cable connection to KVM Transmitter

+ No Power Supply is required

Model Name ADM-1821AP-00A/00E

LCD Display

Display Size (Diagenal)
Max Resolution

Backlight Lifetime (Hours)
Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

/0

USB Device Ports
MNetwork Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)

Rating

Certification
Environmental
Operation Temperature
Storage Temperature

21.5inch
1920 x 1080
50,000 hours

16.7 million

169

178°/178°

1000:1

250 nits

HDMI via Transmitter

5-Wire Resistive
USB via Transmitter
Windows 7, Windows 10

2%
2%

Powered by Transmitter
21W

Not Required

70 BTU/hr

Panel Mount

20Lbs/9.07 kg

2098 x 12.99 x 2.07 inch

533.0x 330.0 x 52.7 mm

19.92 x 12.35 inch

506.0 x 313.7 mm

Bezel meets NEMA 4 / NEMA 4X requirements
CE, UL 508

00 50°C (32 t0 122°F)
-20° 10 60°C (-4° to 140°F)

Humidity 5% to 95% non-condensing
KVM Transmitter (Shipped with ADM-1821AP-00A/00E)

Extension Media
Extension signal
Video Input

USB

RS-232

LANT&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Cat6 cable

Video, USB, RS-232, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 (No Function)

For Local Display

Wall mount or DIN-RAIL mount
619x1.45x 4.04 inch
157.2x368x102.6 mm

48V DC Input

28W (Including AMA-74214X)
Included

96 BTU/hr



Industrial Extenders

Dimension Drawing

Panel Mount Monitors

ADM-1821AP_400A_V32
Model Name: ADM-1821AP
Size Unit: inch(mm)
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Ordering Information

ADM-1821AP-00A

LCD Display

Touch Screen
Mounting

Bezel

Extender Video Input
Power Supply

21.5"LCD /1920 x 1080
5-Wire Resistive

Panel Mount

Powder Coated Aluminum
HDMI via KM Extender
Powered by KVM Extender

ADM-1821AP-00E

21.5"LCD /1920 % 1080
5-Wire Resistive

Panel Mount

Stainless Steel

HDMI via KVM Extender
Powered by KVM Extender

ARISTA -c



Industrial Extenders

ARISTA i-c

Specifications

Panel Mount Monitors

ADM-2119AP-00A/00E

Panel Mount KVM Extender Integrated 19-inch LCD Touch
Display Monitor. True one-cable solution up to 100 meters
CAT6 cable, no power supply is required.

Features

- 19 inch LCD Display, 1280 x 1024 resolutions

* Projected Capacitive Touch Screen

+ Aluminum or Stainless-Steel Bezel

* Bezel meets IP66 / NEMA 4X requirements

+ Built-in a 2-port USB 2.0 hub to support multiple USB devices
+ Built-in 2 2-port 100BaseT Ethernet pass-through hub

- Single CAT6 cable connection to KVM Transmitter

+ No Power Supply is required

Model Name ADM-2119AP-00A/00E

LCD Display

Display Size

Max Resolution

Backlight Lifetime

Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

I/0

USB Device Ports
MNetwork Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)

Environmental
Operation Temperature
Storage Temperature
Humidity

Rating

Certification

19inch
1280 x 1024
50,000 hours

16.7 million

54

160°/170°

700:1

450 nits

HDMI via Transmitter

Projected Capacitive
USB via Transmitter
Windows 7, Windows 10

2%
2%

Powered by Transmitter
21W

Not Required

70 BTU/hr

Panel Mount

15 Lbs / 6.80 Kg

16.85x 1390x 2.12inch
428.0x 353.0 X 53.9 mm
16.20x 13.25inch
411.4x 336.4 mm

0to 50°C (32° to 122°F)

-20° to 60°C (-4° to 140°F)

0~95%

Bezel meets NEMA 4 / NEMA 4X requirements
N/A

KVM Transmitter (Shipped with ADM-2119AP-00A/00E)

Extension Media
Extension signal
Video Input

USB

RS-232

LANTE&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Cat6 cable

Video, USB, RS-232, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 (No Function)

For Local Display

Wall mount or DIN-RAIL mount
619x1.45x 4.04 inch
1572 % 368x102.6 mm

48V DC Input

28W (Including AMA-74214X)
Included

96 BTU/hr



Industrial Extenders i X Panel Mount Monitors

Dimension Drawing

ADM-2119AP-00A-00E_600A_V2
Model Name: ADM-2119AP-00A/00E
Size Unit: inch(mm)
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Ordering Information
Item ADM-2119AP-00A ADM-2119AP-00E
LCD Display 19" /1280 x 1024 19"/1280x 1024
Touch Screen PCAP PCAP
Mounting Panel Mount Panel Mount
Bezel Aluminum Stainless Steel
Extender Video Input HDMI via KVM Extender HDMI via KVM Extender
Power Supply Powered by KVM Extender Powered by KVM Extender

ARISTA -c



Industrial Extenders

ARISTA i-c

Specifications

Panel Mount Monitors

ADM-2121AP-00A/00E

Panel Mount KVM Extender Integrated 21.5-inch LCD Touch
Display Monitor. True one-cable solution up to 100 meters
CAT6 cable, no power supply is required.

Features

- 21.5inch LCD Display, 1920 x 1080 resolutions

* Projected Capacitive Touch Screen

+ Aluminum or Stainless-Steel Bezel

* Bezel meets IP66 / NEMA 4X requirements

+ Built-in a 2-port USB 2.0 hub to support multiple USB devices
+ Built-in 2 2-port 100BaseT Ethernet pass-through hub

- Single CAT6 cable connection to KVM Transmitter

+ No Power Supply is required

Model Name ADM-2121AP-00A/00E

LCD Display

Display Size

Max Resolution

Backlight Lifetime

Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

I/0

USB Device Ports
MNetwork Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)

Rating

Certification
Environmental
Operation Temperature
Storage Temperature
Humidity

21.5inch
1920 x 1080
50,000 hours

16.7 million

169

178°/178°

1000:1

250 nits

HDMI via Transmitter

Projected Capacitive
USB via Transmitter
Windows 7, Windows 10

2%
2%

Powered by Transmitter
21W

Mot Required

70 BTU/hr

Panel Mount

2091 x12.94x2.01 inch

531.0 x 328.8 x 50.95 mm

20.09x 12.13 inch

510.2x 308.0 mm

Bezel meets NEMA 4 / NEMA 4X requirements
N/A

0o 50°C (32° to 122°F)
-20° t0 60°C (-4° to 140°F)
0~95%

KVM Transmitter (Shipped with ADM-2121AP-00A/00E)

Extension Media
Extension signal
Video Input

USB

RS-232

LANTE&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Cat6 cable

Video, USB, RS-232, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 (No Function)

For Local Display

Wall mount or DIN-RAIL mount
619x1.45x 4.04 inch
1572 % 368x102.6 mm

48V DC Input

28W (Including AMA-7421AX)
Included

96 BTU/hr
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Industrial Extenders

Dimension Drawing

Panel Mount Monitors

ADM-2121AP-00A-00E_600A_V2
Model Name: ADM-2121AP-00A/00E
Size Unit: inch(mm)
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Ordering Information

LCD Display

Touch Screen
Mounting

Bezel

Extender Video Input
Power Supply

ADM-2121AP-00A

21.5"LCD /1920 x 1080
PCAP

Panel Mount

Aluminum

HDMI via KVM Extender
Powered by KVM Extender

ADM-2121AP-00E

21.5"LCD /1920 x 1080
PCAP

Panel Mount

Stainless Steel

HDMI via KVM Extender
Powered by KVM Extender

ARISTA -c



Industrial Extenders

ARISTA -c

Specifications
Model Name

VESA Mount Monitors

ADM-2116BP-00A

VESA Mount 15.6-inch KVM Extender Integrated LCD Display Monitor.
True one-cable solution up to 100 meters CAT6 cable, no power supply
is required

Features

- 15.6-inch LCD Display, 1920 x 1080 resolutions

* Projected Capacitive Touch Screen

* Black Color Powder Coated Enclosure

+ Enclosure meets IP50 requirements

« Built-in a 2-port USB 2.0 hub to support multiple USB devices.
+ Built-in 2 2-port 100BaseT Ethernet pass-through hub

- Single CAT6 cable connection to KVM Transmitter

+ No Power Supply is required

LCD Display

Display Size

Max Resolution

Backlight Lifetime

Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

1/0

USB Device Ports
MNetwork Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)

Environmental
Operation Temperature
Storage Temperature
Humidity

Enclosure

Enclosure

Rating

Certification

ADM-2116BP-00A

156"
1920 x 1080
50,000 hours

16.7 million

16:9

140° / 160°

700:1

400 nits

HDMI via Transmitter

Projected Capacitive
USB via Transmitter
Windows 7, Windows 10

2x
2%

Powered by Transmitter
19W

Not Required

65BTU/hr

VESA Mount

1548 x9.34x3.01inch
3933 x237.3x76.5mm
B07x571x150inch
205x 145.1 x 38 mm

0to 50°C (32° to 122°F)
-20° to 60°C (-4° to 140°F)
5% to 95% non-condensing

Black Color Powder Coated Enclosure
Meets IP50
N/A

KVM Transmitter (Shipped with ADM-2116BP-00A)

Extension Media
Extension signal
Video Input

UsB

RS-232

LAN1&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Caté cable

Video, USB, RS-232, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

Network Pass Through

For Local Display

Wall mount or DIN-RAIL mount
619x145x 404 inch
1572 x368x102.6 mm

48V DC Input

26W (Including ADM-2116BP)
Included

89 BTU/hr

11



Industrial Extenders : ¢ 0 VESA Mount Monitors

Dimension Drawing

Model Name: ADM-2116BP
Size Unit: inch(mm)
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Ordering Information

ltem ADM-2116BP-00A

LCD Display 15.6"LCD /1920 x 1080
Touch Screen PCAP

Mounting VESA MOUNT

Enclosure Black

Extender Video Input HDMI via KM Extender
Power Supply Powered by KVM Extender

ARISTA -c

12



Industrial Extenders

ARISTA i-c

Specifications

Model Name

LCD Display

Display Size

Max Resolution

Backlight Lifetime

Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

1/0

USB Device Ports
MNetwork Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)
Environmental

Operation Temperature

Storage Temperature

Humidity

Enclosure

Enclosure

Rating

Certification

Extension Media
Extension signal
Video Input

USB

RS-232

LANT&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

VESA Mount Monitors

ADM-2118BP-00A

VESA Mount 18.5 inch KVM Extender Integrated LCD Display Monitor.

True one-cable solution up to 100 meters CAT6 cable, no power supply

is required.

Features

- 18.5inch LCD Display, 1920 x 1080 resolutions
- Projected Capacitive Touch Screen

* Black Color Enclosure

+ Enclosure meets IP50 requirements

« Built-in a 2-port USB 2.0 hub to support multiple USB devices.

+ Built-in 2 2-port 100BaseT Ethernet pass-through hub
- Single CAT6 cable connection to KVM Transmitter
- No Power Supply is required

ADM-2118BP-00A

18.5"
1920 x 1080
50,000 hours

16.7 million

16:9

179°/179°

1000:1

350 nits

HDMI via Transmitter

Projected Capacitive
USB via Transmitter
Windows 7, Windows 10

2%
2%

Powered by Transmitter
19W

Not Required

65BTU/hr

VESA Mount

1760 x 1093 x 3.01 inch
4471 x 2777 x76.5mm

010 50°C (32° 10 122°F)
-20° to 60°C (-4° to 140°F)
5% to 95% non-condensing

Black Color Powder Coated Enclosure
Meets IP50

N/A

KVM Transmitter (Shipped with ADM-2118BP-00A)

RJ-45 Cat5e/Cat6 cable

Video, USB, RS-232, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

Network Pass Through

For Local Display

Wall mount or DIN-RAIL mount
6.19x 1.45x% 404 inch
1572 % 368x102.6 mm

48V DC Input

26W (Including ADM-2116BP)
Included

89 BTU/hr

13



VESA Mount Monitors

Industrial Extenders

Dimension Drawing

ADM-2118BP-00A_600A_V2
Model Name: ADM-2118BP-00A
Size Unit: inch(mm)
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Ordering Information

ltem ADM-2118BP-00A

LCD Display 18.5"LCD /1920 x 1080
Touch Screen PCAP

Mounting VESA MOUNT
Enclosure Black

Extender Video Input HDMI via KM Extender
Power Supply Powered by KVM Extender

ARISTA -c
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Industrial Extenders

ARISTA i-c

Specifications
Model Name

VESA Mount Monitors

ADM-2121BP-00A

VESA Mount KVM Extender Integrated 21.5 inch LCD Touch Display
Monitor. True one-cable solution up to 100 meters CAT6 cable, no power
supply is required.

Features

- 21.5inch LCD Display, 1920 x 1080 resolutions

- Projected Capacitive Touch Screen

* Black Color Enclosure

+ Enclosure meets IP50 requirements

« Built-in a 2-port USB 2.0 hub to support multiple USB devices.
+ Built-in 2 2-port 100BaseT Ethernet pass-through hub

- Single CAT6 cable connection to KVM Transmitter

- No Power Supply is required

LCD Display

Display Size

Max Resolution

Backlight Lifetime

Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

1/0

USB Device Ports
MNetwork Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)

Environmental
Operation Temperature
Storage Temperature
Humidity

Enclosure

Enclosure

Rating

Certification

ADM-2121BP-00A

21.5
1920 x 1080
50,000 hours

16.7 million

16:9

178°/178°

1000:1

250 nits

HDMI via Transmitter

Projected Capacitive
USB via Transmitter
Windows 7, Windows 10

2%
2%

Powered by Transmitter
21W

Mot Required

70BTU/hr

VESA Mount

17.90 Lbs /8.12Kg
2088x1292x301inch
530.3x3281x76.5mm
8.07x5.51x1.5inch
205x 140 % 38.1 mm

0to 50°C (32° to 122°F)
-20° to 60°C (-4° to 140°F)
5% to 95% non-condensing

Black Color Powder Coated Enclosure
Meets IP50
N/A

KVM Transmitter (Shipped with ADM-2121BP-00A)

Extension Media
Extension signal
Video Input

UsB

RS-232

LANTE&?2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Caté cable

Video, USB, RS-232, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

Network Pass Through

For Local Display

Wall mount or DIN-RAIL mount
619x145x 404 inch
157.2%36.8 x102.6 mm

48V DC Input

28W (Including AMA-7421AX)
Included

96 BTU/hr
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VESA Mount Monitors

Industrial Extenders

Dimension Drawing

ADM-2121BP-00A_600A_V2
Model Name: ADM-2121BP-00A
Size Unit: inch(mm)
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Ordering Information

ltem ADM-2121BP-00A

LCD Display 21.5"LCD /1920 x 1080
Touch Screen PCAP

Mounting VESA MOUNT

Enclosure Black

Extender Video Input HDMI via KM Extender
Power Supply Powered by KVM Extender

ARISTA -c
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Industrial Extenders VESA Mount Monitors

ARISTA i-c

ADM-2132BP-00A

VESA Mount KVM Extender Integrated 32-inch LCD Touch Display Monitor

Features

« 32-inch LCD Display, 1920 x 1080 resolutions

- Projected Capacitive Touch Screen

* Black Color Enclosure

+ Enclosure meets IP50 requirements

« Built-in a 2-port USB 2.0 hub to support multiple USB devices.
+ Built-in a2 2-port 100BaseT Ethernet pass-through hub

+ Single CAT6 cable connection to KVM Transmitter

Specifications
Model Name ADM-2132BP-00A
LCD Display
Display Size 32inch
Max Resolution 1920 x 1080
Backlight Lifetime 50,000 hours
Visual Characteristics
Colors 16.7 million
Aspect Ratio 169
Viewing Angle (V/H) 178°/178°
Contrast Ratio 3000:1
Brightness (max) 450 nits
Video Input HDMI via Transmitter
Touchscreen
Technology Projected Capacitive
Touch Interface USB via Transmitter
Driver Windows 7, Windows 10
1/0
USB Device Ports 2%
Network Pass Through 2%
Power/Thermal Specs
Power Requirement (Max) T10VAC / 0.80A, 220VAC / 0.404
Power Consumption (Max) BEW
Recommended Power Supply Not Required
Heat Dissipation 225 BTU/hr
Physical Information
Mounting VESA Mount
Met Weight -
Dimension (WXH KD) 30.13x1811x 291 inch
765.3 x459.9x73.8 mm
Recommended Cutout Dimension (WxH) -
Environmental
Operation Temperature 0°C to 50°C (32°F to 122°F)
Storage Temperature -20°C 10 60°C (-4°F to 140°F)
Humidity 5% to 95% non-condensing
Enclosure
Enclosure Black Color Powder Coated Enclosure
Rating Meets IP50
Certification N/A
KVM Transmitter (Shipped with ADM-2132BP-00A)
Extension Media RJ-45 Cat5e/Caté cable
Extension signal Video, USB, RS-232, Ethernet, Power
Video Input HDMI (Connect to Video Source)
UsSB Type-B (Connector to Computer)
RS-232 DB-9 (No Function)
LANT &2 Network Pass Through
HDMI Loop-Back For Local Display
Physical Information
Mounting Wall mount or DIN-RAIL mount
; 6.19x1.45x4.04 inch
Dimension (WxHXD) 157.2%36.8x 1026 mm
Power/Thermal Specs
Power Requirement (Max) 48V DC Input
Power Consumption (Max) W
Recommended Power Supply Included
Heat Dissipation 24 BTU/hr
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Industrial Extenders /N | - VESA Mount Monitors

Dimension Drawing

ADM-2132BP-00A_600A_V2
Model Name: ADM-2132BP-00A
Size Unit: inch(mm)
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Ordering Information

ADM-2132BP-00A

LCD Display 32"LCD /1920 x 1080
Touch Screen PCAP

Mounting VESA MOUNT

Enclosure Black

Extender Video Input HDMI via KM Extender
Power Supply Powered by KVM Extender

ARISTA -c
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Industrial Extenders g VESA Mount Monitors

ARISTA i-c

ADM-2155BP-00A

VESA Mount KVM Extender Integrated 55 inch LCD Touch Display Monitor

Features

- 55 inch LCD Display, 1920 x 1080 resolutions

* Projected Capacitive Touch Screen

* Black Color Enclosure

+ Enclosure meets IP50 requirements

* Built-in a 2-port USB 2.0 hub to support multiple USB devices.
+ Built-in a 2-port 100BaseT Ethernet pass-through hub

- Single CAT6 cable connection to KVM Transmitter

Specifications

Model Name ADM-2155BP-00A
LCD Display
Display Size 55 inch
Max Resolution 1920 x 1080
Backlight Lifetime 50,000 hours
Visual Characteristics
Colors 16.7 million
Aspect Ratio 16:9
Viewing Angle (V/H) 178°/178°
Contrast Ratio 40001
Brightness (max) 500 nits
Video Input HOMI via Transmitter
Touchscreen
Technology Projected Capacitive
Touch Interface USB via Transmitter
Driver Windows 7, Windows 10
110
USB Device Ports 2%
Network Pass Through 2%
Power/Thermal Specs
Power Requirement (Max) T10VAC/3.204, 220VAC/1.60A
Power Consumption (Max) 345W
Recommended Power Supply Not Required
Heat Dissipation 1,177 BTU/hr
Physical Information
Mounting VESA Mount
Net Weight 90 Lbs/ 41Kgs

; g 50.85x 3002 x3.25inch
Dimensian (WxHxD) 1291.5X 762.5x 82.6 mm
Environmental
Operation Temperature 0 to 50°C (32° to 122°F)
Storage Temperature -20° to 60°C (-4° to 140°F)
Humidity 5% to 95% non-condensing
Enclosure
Enclosure Black Color Powder Coated Enclosure
Rating Meets IP50
Certification N/A

KVM Transmitter (Shipped with ADM-2155BP-00A)

Extension Media RJ-45 Cat5e/Caté cable
Extension signal Video, USB, RS-232, Ethernet, Power
Video Input HDMI (Connect to Video Source)
UsB Type-B (Connector to Computer)
RS-232 DB-9 (No Function)
LAN1T &2 Network Pass Through
HDMI Loop-Back For Local Display
Physical Information
Mounting Wall mount or DIN-RAIL mount

: i 619 x 1.45x4.04 inch
Cimrpston (a 50) 157.2x36.8x 102.6 mm
Power/Thermal Specs
Power Requirement (Max) 48Y DC Input
Power Consumption (Max) W
Recommended Power Supply Included
Heat Dissipation 24 BTU/hr
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Industrial Extenders 21| s VESA Mount Monitors

Dimension Drawing

Model Name: ADM-2155BP
Size Unit: inch(mm)
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Ordering Information

ltem ADM-2155BP-00A

LCD Display 55" LCD /1920 x 1080
Touch Screen PCAP

Mounting VESA MOUNT
Enclosure Black

Extender Video Input HDMI via KM Extender
Power Supply 110-220VAC

ARISTA pc
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Industrial Extenders

ARISTA i-c

Specifications

Waterproof Monitors

ADM-2121AX-00A

Waterproof KVM Extender Integrated 21.5inch LCD
Touch Display Monitor. True one-cable solution up to
100 meters CAT6 cable, no power supply is required

Features

+ 21.5inch LCD Display, 1920 x 1080 resolutions
- Projected Capacitive Touch Screen

+ Waterproof Stainless-Steel Enclosure

* Enclosure meets IP66 / NEMA 4X requirements

+ Built-in 2 1-port 100BaseT Ethernet pass-through
- Single CAT6 cable connection to KVM Transmitter
- No Power Supply is required

Model Name

LCD Display

Display Size

Max Resolution

Backlight Lifetime

Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

I/0

USB Device Ports
Network Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Rating

Certification
Environmental
Operation Temperature
Storage Temperature
Humidity

Enclosure Materials

ADM-2121AX-00A

215
1920 x 1080
50,000 hours

16.7 million

169

178°/178°

1000:1

250 nits

HDMI via Transmitter

Projected Capacitive
USB via Transmitter
Windows 7, Windows 10

2%
1%

Powered by Transmitter
21w

Mot Required

70BTU/hr

Multiple Mounting Options
20 Lbs/ 9.07 kg

20.94x 12.98 x 3.96 inch
532 x329.8x39.77 mm
Meets IP66, NEMA 4X
N/A

0to 50°C (32° to 122°F)
-20° to 60°C (-4° to 140°F)
0% 10 95%

$S316L

KVM Transmitter (Shipped with ADM-2121AX-00A)

Extension Media
Extension signal
Video Input

USB

RS-232

LANT&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Cat6 cable

Video, USB, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 Network Pass Through
For Local Display

Wall mount or DIN-RAIL mount
619x1.45x% 404 inch
1572 x368x102.6 mm

48V DC Input

28W (Including ADM-2121AX-004)
Included

96 BTU/hr

« Built-in a 2-port USB 2.0 hub to support multiple USB devices.
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Industrial Extenders i X Waterproof Monitors

Dimension Drawing

ADM-2121AX-00A_600A_V2
Model Name: ADM-2121AX-00A
Size Unit: inch(mm)
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Ordering Information

ltem ADM-2121AX-00A

LCD Display 21.5"LCD /1920 x 1080
Touch Screen PCAP

Mounting Multiple Options
Enclosure Stainless Steel

Extender Video Input HDMI via KM Extender
Power Supply Powered by KVM Extender

ARISTA -c
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Industrial Extenders

ARISTA irc

Specifications

Waterproof Monitors

ADM-5815AX-00A

Waterproof KVM Extender Integrated 15 inch LCD Touch
Display Monitor. True one-cable solution up to 100 meters
CAT®6 cable, no power supply is required

Features

+ 15-inch LCD Display, 1024 x 768 resolutions

- 5-Wire Resistive Touch Screen

+ Waterproof Stainless-Steel Enclosure

* Enclosure meets IP66 / NEMA 4X requirements

* Built-in a 2-port USB 2.0 hub to support multiple USB devices.
» Built-in a 1-port 100BaseT Ethernet pass-through

« Single CAT6 cable connection to KVM Transmitter

« No Power Supply is required

Model Name

LCD Display

Display Size

Max Resolution
Backlight Lifetime
Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

110

USB Device Ports

Network Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Rating

Certification
Environmental
Operation Temperature
Storage Temperature
Humidity

Enclosure Materials

ADM-5815AX-00A

15"
1024 x 768
50,000 hours

16.7 million

43

140° / 160°

7001

300 nits

HOMI via Transmitter

5-Wire Resistive
USB via Transmitter
Windows 7, Windows 10

2%
1%

Powered by Transmitter
TTW

Not Required

36 BTU/hr

Multiple Mounting Options
27 Lbs/ 12.24 kg

14.51 x 11.8x 4.09 inch
368.0 x 299.8 x 104.0 mm
Meets IP66, NEMA 4X
N/A

0o 50°C (32° to 122°F)
-20° to 60°C (—4' to 140‘F)
0% to 95%

SS 304

KVM Transmitter (Shipped with ADM-5815AX-00A)

Extension Media
Extension signal
Video Input

UsB

RS-232

LANTE&?2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Caté cable

Video, USB, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 Network Pass Through
For Local Display

Wall mount or DIN-RAIL mount
619x145x 404 inch
157.2x36.8x102.6 mm

48V DC Input

18W (Including ADM-5815AX-00A)
Included

61 BTU/hr
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Industrial Extenders ‘ , grated | i :_' Waterproof Monitors

Dimension Drawing

ADM-5815AX-00A_600A_V2
Model Name: ADM-5815AX-00A
Size Unit: mm
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Ordering Information

ltem ADM-5815AX-00A

LCD Display 15" /1024 x 768

Touch Screen 5-Wire Resistive

Mounting Multiple Options
Enclosure Stainless Steel

Extender Video Input HDMI via KM Extender
Power Supply Powered by KVM Extender

ARISTA -c
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Industrial Extenders

ARISTA irc

Specifications

Waterproof Monitors

ADM-5817AX-00A

Waterproof KVM Extender Integrated 17 inch LCD Touch
Display Monitor. True one-cable solution up to 100 meters
CAT6 cable, no power supply is required.

Features

+ 17 inch LCD Display, 1280 x 1024 resolutions

- 5-Wire Resistive Touch Screen

+ Waterproof Stainless-Steel Enclosure

* Enclosure meets IP66 / NEMA 4X requirements

* Built-in a 2-port USB 2.0 hub to support multiple USB devices.
» Built-in a 1-port 100BaseT Ethernet pass-through

« Single CAT6 cable connection to KVM Transmitter

« No Power Supply is required

Model Name

LCD Display

Display Size

Max Resolution
Backlight Lifetime
Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

110

USB Device Ports

Network Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)

Rating

Certification
Environmental
Operation Temperature
Storage Temperature
Humidity

Enclosure Materials

Extension Media
Extension signal
Video Input

UsB

RS-232

LAN1T&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

ADM-5817AX-00A

17
1280 x 1024
50,000 hours

16.7 million

54

140° / 160°

8001

350 nits

HOMI via Transmitter

5-Wire Resistive
USB via Transmitter
Windows 7, Windows 10

2%
1%

Powered by Transmitter
13W

Not Required

43 BTU/hr

Multiple Mounting Options
29Lbs/13.15Kg

15.88 x 13.46 x 4.36 inch
403.3x341.8x110.8mm
N/A

Meets IP66, NEMA 4X
N/A

0to 50°C (32° to 122°F)
-20° to 60°C (-4° to 140°F)
0% to 95%

SS 304

KVM Transmitter (Shipped with ADM-5817AX-00A)

RJ-45 Cat5e/Caté cable

Video, USB, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 Network Pass Through
For Local Display

Wall mount or DIN-RAIL mount
6.19x 1.45x 4.04 inch
157.2 % 36.8 x102.6 mm

48V DC Input

20W (Including ADM-5817AX-00A)
Included

68 BTU/hr
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Waterproof Monitors

Industrial Extenders

Dimension Drawing

ADM-5817AX-00A_600A_V2
Model Name: ADM-5817AX-00A
Size Unit: mm
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Ordering Information
Item ADM-5817AX-00A
17" /1280 x 1024

LCD Display

Touch Screen 5-Wire Resistive

Mounting Multiple Options
Enclosure Stainless Steel

Extender Video Input HDMI via KVM Extender
Power Supply Powered by KVM Extender

ARISTA -c
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Industrial Extenders

ARISTA irc

Specifications

Waterproof Monitors

ADM-5819AX-00A

Waterproof KVM Extender Integrated 19 inch LCD Touch
Display Monitor. True one-cable solution up to 100 meters
CAT6 cable, no power supply is required.

Features

+ 19 inch LCD Display, 1280 x 1024 resolutions

- 5-Wire Resistive Touch Screen

+ Waterproof Stainless-Steel Enclosure

* Enclosure meets IP66 / NEMA 4X requirements

* Built-in a 2-port USB 2.0 hub to support multiple USB devices.
» Built-in a 1-port 100BaseT Ethernet pass-through

« Single CAT6 cable connection to KVM Transmitter

« No Power Supply is required

Model Name

LCD Display

Display Size

Max Resolution
Backlight Lifetime
Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

110

USB Device Ports

Network Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

Net Weight

Dimension (WxHxD)

Recommended Cutout Dimension (WxH)

Rating

Certification
Environmental
Operation Temperature
Storage Temperature
Humidity

Enclosure Materials

Extension Media
Extension signal
Video Input

UsB

RS-232

LAN1T&2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

ADM-5819AX-00A

19"
1280 x 1024
50,000 hours

16.7 million

54

160°/170°

1000:1

450 nits

HOMI via Transmitter

5-Wire Resistive
USB via Transmitter
Windows 7, Windows 10

2%
1%

Powered by Transmitter
21W

Not Required

70 BTU/hr

Multiple Mounting Options
32Lbs/ 1451 Kg

17.80 x 14.60 x 4.40 inch
4521 x3708x111.8 mm
N/A

Meets IP66, NEMA 4X
N/A

0to 50°C (32° to 122°F)
-20° to 60°C (-4° to 140°F)
0% to 95%

SS 304

KVM Transmitter (Shipped with ADM-5819AX-00A)

RJ-45 Cat5e/Caté cable

Video, USB, Ethernet, Power
HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 Network Pass Through
For Local Display

Wall mount or DIN-RAIL mount
6.19x 1.45x 4.04 inch
157.2 % 36.8 x102.6 mm

48V DC Input

28W (Including AMA-7421AX)
Included

96 BTU/hr
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Dimension Drawing

ADM-5819AX-00A_600A_V2
Model Name: ADM-5819AX-00A
Size Unit: mm
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Ordering Information

ltem ADM-5819AX-00A

LCD Display 19" /1280 x 1024
Touch Screen 5-Wire Resistive
Mounting Multiple Options
Enclosure Stainless Steel
Extender Video Input HDMI via KM Extender

Power Supply Powered by KVM Extender

ARISTA -c
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Industrial Extenders

ARISTA irc

Specifications
Model Name

Waterproof Monitors

ADM-5842AX-00A

Waterproof KVM Extender Integrated 42 inch LCD Touch
Display Monitor

Features

+ 42 inch LCD Display, 1920 x 1080 resolutions

* IR Touch Screen

- Waterproof Stainless-Steel Enclosure

* Enclosure meets |P66 / NEMA 4X requirements

+ Built-in a 2-port USB 2.0 hub to support multiple USB devices.
+ Built-in a 1-port 100BaseT Ethernet pass-through

« Single CAT6 cable connection to KVM Transmitter

- 24VDC Operating Voltage

ADM-5842AX-00A

LCD Display

Display Size

Max Resolution

Backlight Lifetime

Visual Characteristics
Colors

Aspect Ratio

Viewing Angle (V/H)
Contrast Ratio

Brightness (max)

Video Input

Touchscreen

Technology

Touch Interface

Driver

1/0

USB Device Ports
Network Pass Through
Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

Physical Information
Mounting

MNet Weight

Dimension (WxHxD)

Rating

Certification
Environmental
Operation Temperature
Storage Temperature
Humidity

Enclosure Materials

42inch
1920 x 1080
50,000 hours

16.7 million

169

160° /170°

4000:1

500 nits

HDMI via Transmitter

Infrared
USB via Transmitter
Windows 7, Windows 10

2x
1%

24VDC/6.83A
164 W

234W

559 BTU/hr

VESA mount, Wall Mount Mounting Option
110 Lbs/ 50 kg

42.87 x 26.85x3.35inch

1089 x 682 x 85.1 mm

Meets IP66, NEMA 4X

N/A

0o 50°C (32° to 122°F)
-20° to 60°C (-4“ to 14D‘F)
0% to 95%

SS 304

KVM Transmitter (Shipped with ADM-5842AX-00A)

Extension Media
Extension signal
Video Input

Use

RS-232

LAN1T&?2

HDMI Loop-Back
Physical Information
Mounting

Dimension (WxHxD)

Power/Thermal Specs
Power Requirement (Max)
Power Consumption (Max)
Recommended Power Supply
Heat Dissipation

RJ-45 Cat5e/Caté cable

Video, USB, Ethernet

HDMI (Connect to Video Source)
Type-B (Connector to Computer)
DB-9 (No Function)

RJ45 (No Function)

For Local Display

Wall mount or DIN-RAIL mount
6.19x1.45% 4.04 inch
157.2x 36.8x102.6 mm

48V DC Input
W

Included

24 BTU/hr
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Industrial Extenders

Dimension Drawing

Waterproof Monitors

ADM-5842AX-00A_600A_V2
Model Name: ADM-5842AX-00A
Size Unit: mm
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Ordering Information

Item

LCD Display

Touch Screen
Mounting

Enclosure

Extender Video Input
Power Supply
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ADM-5842AX-00A

42" LCD /1920 x 1080
IR

VESA

Stainless Steel

HDMI via KVM Extender
24VDC

ADM-5842AX-Z0A

42" LCD /1920 x 1080
No Touch

VESA

Stainless Steel

HDMI via KVM Extender
24YyDC

ARISTA pc
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